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Part Number Selection 
 

TC522113 -   □   -     □    -    □ 
 

 
 
 

  
                                 2.92- M /F                               2.92 -M /F                                500:  500  mm 

                                                                                   1000: 1000 mm 
                                                                                                                                   1500: 1500 mm  
                                                                                                         Others                                     
 

Specifications 

Connector 2.92 Style Low Insertion Loss with  
Steady Phase 

Frequency Range  DC  to  40 GHz Bending Radius 25 mm 

 Impedance 50 Ω Retention Force > 175 Ibs 

Dimensions Ф6.4 mm Mating Times > 10000 

VSWR 
1.10 @ DC to 18  GHz 
1.20 @ 18  to 26  GHz 
1.30 @ 26  to 40  GHz  

Press Force 100 N / 25 mm 

Insertion Loss 
( Max / m @ 25°C  ) 

0.60  dB @ DC to  2      GHz 
0.99  dB @ 2    to  6      GHz 
1.35  dB @ 6    to 10     GHz 
1.80  dB @ 10  to 18     GHz 
2.29  dB @ 18  to 26.5  GHz 
2.76  dB @ 26.5 to 40   GHz 

Average Power  
(25°C @ Sea Level, Cable 
Only) 

290 W @ DC to  2     GHz 
170 W @ 2    to  6     GHz 
130 W @ 6    to 10     GHz 
95   W @ 10  to 18     GHz 
79   W @ 18  to 26.5  GHz 
65   W @ 26.5 to 40  GHz 

Mechanical Phase 
±2° @ DC to 18  GHz 
±3° @ 18  to  26 GHz 
±5° @ 26  to  40 GHz 

Marking Production Date with Number 

Amplitude 
±0.02   dB @ DC to  18 GHz 
±0.025 dB @ 18  to  26 GHz 
±0.04   dB @ 26  to  40 GHz 

Cable Color Bule 

Temperature 
(Ambient Range) -25 to +85°C Weight, Approx. 250 g / m 

Connector Length Connector 
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