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 Average power:2W coaxial attenuators series 
 Peak Power:0.2 kW max 
 Impedance:50Ω 
 Flat Frequency Response 
 Low VSWR 
 Precision Stainless Steel 2.92 mm Connectors  

 
 

Model Frequency 
(GHz) 

Attenuation 
dB (Nominal) 

Attenuation dB 
(Deviation DC-26.5) 

Attenuation dB 
(Deviation 26.5-40) 

VSWR 
(max) Connetor Type 

4768-3 DC-40 3 ±0.5 ±0.8 1.40 2.92 mm（M,F） 
4768-6 DC-40 6 ±0.5 ±0.8 1.40 2.92 mm（M,F） 
4768-10 DC-40 10 ±0.5 ±0.8 1.40 2.92 mm（M,F） 
4768-20 DC-40 20 ±0.5 ±0.8 1.40 2.92 mm（M,F） 

*Temperature Coefficient: 0.0006 dB/dB/°C; Power Coefficient: 0.0005 dB/dB/W 

 
Size: 

 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 

                                                                                                                                                                                                                                                    
 

 
 
 
 

 
 
 
 

Model Length （mm） Diameter （mm） Weight (kg) 
4768 25.91  Φ9.9  0.0075 

 
 


