DATASHEET, 4776, Coaxial Fixed Attenuators

® Average power:4.5 ~ 8W coaxial attenuators series
® Peak Power:0.2 kW max
® Impedance:50Q
® Small size and light weight
® |owVSWR
® SMA Connectors
Model Frequency | Attenuation Attenuation dB Average Power VSWR Connetor Tvpe
(GHz) | dB (Nominal) | (Deviation DC-18) (W) (max) yp
4776-3 DC-18 3 +0.3 8.0 1.35 SMA (M,P)
4776-6 DC-18 6 +0.3 55 1.35 SMA (M,F)
4776-10 DC-18 10 +0.5 45 1.35 SMA (M,F)
4776-20 DC-18 20 +0.7 45 1.35 SMA (M,F)
4776-30 DC-18 30 +1.0 45 1.35 SMA (M,F)
4776-40 DC-18 40 +1.5 45 1.35 SMA (M,F)
4776-50 DC-18 50 +1.5 4.5 1.35 SMA (M,P)
4776-60 DC-18 60 +1.5 4.5 1.35 SMA (M,P)
*Temperature Coefficient: 0.0006 dB/dB/°C; Power Coefficient: 0.0005 dB/dB/W
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STEEL FEMALE CONNECTORA
A (mm) A (mm) '
Model 3,6,1020d8 | 30,40,50,6008 | ' eignt(ka)
4776 31.2 37.8 0.025




